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The innovative 3-in-1 solution for 
emergency medicine and flexible 
stationary use.

ATLAS
by 

WIRELESS
ULTRASOUND
PROBE

Designed in Austria.

3-IN-1INNOVATION



With our wireless ATLAS probe, doctors are almost 
location-independent in diagnostics - all they need are 
the probe and a tablet or smartphone.

EFFICIENT.
SIMPLE.

WIRELESS.
We have succeeded in creating a revolutionary & innovative concept 
that will benefit you and, above all, your patients:

ü   Point-of-Care diagnosis

ü   Optimised acute treatment possible

ü   Compact equipment

ü   Easy transport, even to difficult locations

ü   Minimising of patient movements

ü   Cost efficiency for primary care

ü   Distances reduced enormously & time saved

The ATLAS probe can be used practically & efficiently in many areas, 
e.g:
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Home visits

Sports medicine

Ambulance/emergency doctor

Dialysis stations
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Orthopaedics

General medicine

Veterinary medicine

»
»
»



PERFORMANCE DATA

▶   Scan mode: B, B/M and Colour, PW, PDI
▶   Width: Linear 40mm / Convex 60mm
▶   Frequency: 3,2MHz / 10,0MHz
▶   Depth: 20mm - 300mm
▶   Battery capacity: ~ 3h 
▶   Dimensions: 156mm x 60mm x 20mm
▶   Weight: ~ 250g

Our wireless ultrasound double-head probe ATLAS is a  
compact, highly flexible, high-tech tool specially developed for the 
application areas of thyroid, vascular, MSK, abdominal and OB/GYN. 
The probe can also be used for cardiac echoes.

ATLAS
by 

The package includes:
App, aluminium case and wireless charging board with USB cable!



DOUBLE-HEAD VARIANTS

▶   Scan mode: B, B/M and Colour, PW, PDI
▶   Frequency: 3,5MHz / 7,0MHz
▶   Depth: 90mm - 200mm
▶   Battery capacity: ~ 3h
▶   Dimensions: 156mm x 60mm x 20mm
▶   Weight: ~ 250g

Microconvex
PERFORMANCE DATA

▶   Scan mode: B, B/M and Colour, PW, PDI
▶   Battery capacity: ~ 3h
▶   Dimensions: 156mm  x 60mm x 20mm
▶   Weight: ~ 250g

Convex 2-in-1
PERFORMANCE DATA

▶   Frequency: 3,2MHz / 4,0MHz
▶   Depth: 90mm - 200mm

Cardiac preset

>> App available for iOS & Android!

▶   Frequency: 3,2MHz / 5,0MHz
▶   Depth: 90mm - 300mm

Convex



▶   Scan mode: B, B/M and Colour, PW, PDI
▶   Frequency: 6,5MHz / 8,0MHz
▶   Depth: 30mm - 120mm
▶   Battery capacity: ~ 3h
▶   Dimensions: 270mm x 60mm x 20mm
▶   Weight: ~ 250g

Transvaginal
PERFORMANCE DATA

▶   Scan mode: B, B/M and Colour, PW, PDI
▶   Frequency: 7,5MHz / 10,0MHz
▶   Depth: 20mm - 100mm
▶   Battery capacity: ~ 3h
▶   Dimensions: 156mm x 60mm x 20mm
▶   Weight: ~ 250g

Linear - 40mm
PERFORMANCE DATA

▶   Scan mode: B, B/M and Colour, PW, PDI
▶   Frequency: 10,0MHz / 12,0MHz
▶   Depth: 20mm - 55mm
▶   Battery capacity: ~ 3h
▶   Dimensions: 156mm x 60mm x 20mm
▶   Weight: ~ 250g

Linear - 25mm
PERFORMANCE DATA



MOONS GmbH
Weinholdstraße 33
A-8010 Graz EN 11/2024

YOUR RELIABLE PARTNER & EXPERTS IN ULTRASOUND.

part of the

+43 316 22 81 10
service@moons.at

www.moons.at

For equipment offers and repair requests just contact us: service@moons.at

CARE & SERVICE ADD-ON PACKAGE
Warranty extension to 24 months for battery repairs & coatings

COMFORT ADD-ONS 
»   Safety bag for your ATLAS probe for storage and transport 
»   Power bank from ACCUPOWER as an energy backup

WE REPAIR YOUR ULTRASOUND PROBES & ENDOSCOPES!

Our experienced in-house team of technicians provides fast & professional repairs to ISO  
standards. Depending on the availability of spare parts, a 24-hour express service is possible!

You save up to 70% compared to a new purchase and conserve resources and protect the 
environment at the same time. Together for a green moon  -iverse.

OPTIONALLY AVAILABLE FOR YOU:


